
GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   8-JAN-2004

Station:  0+000

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1

-800 -700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 

 0 

 10 

 20 

 30 

 40 

 50 



GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   8-JAN-2004

Station:  0+185

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   8-JAN-2004

Station:  0+185

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   8-JAN-2004

Station:  0+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  0+600

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+000

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1

-800 -700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+600

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+700

Required Depth: 43'
Over Depth: 2'
Bottom Width: 862.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+700.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+734

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+734.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+930

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  1+930.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  2+200

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  2+502

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  2+502.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1

-700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  2+600

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1

-700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  2+800

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  3+074

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  3+074.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  3+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  3+600

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  4+000

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  4+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  4+639

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  4+639.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+000

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+102

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+102.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1

-700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 

 0 

 10 

 20 

 30 

 40 

 50 



GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+565

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+565.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+750

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+750

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+999

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  5+999.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  6+400

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1

-700 -600 -500 -400 -300 -200 -100  0  100  200  300  400  500  600  700 
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  6+600

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  6+600.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  6+802

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  6+802.1

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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GALV.HBR.- EXXON OIL DOCK TO TODDS SHIPYARDS
EXAMS      0+000 TO 7+000
BY ROT     GA04007C.E1   (COMBINED)

Date:   9-JAN-2004

Station:  7+000

Required Depth: 43'
Over Depth: 2'
Bottom Width: 812.5'
Slope: 2:1
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